DOUBLE STAKED HAYBALE LINE DOUBLE STAKE
\ EACH HAYBALE
Nl FLOW DIRECTION

HAYBALES ARE TO BE INSTALLED PRIOR
TO THE START OF ANY SITE ACTIVITY 2"TO 4" /
AND REMAIN IN PLACE UNTIL ALL DISTURBED
AREAS HAVE BEEN PERMANENTLY STABILIZED.
HAYBALES MAY NEED TO BE REPLACED AS
NECESSARY DURING EXTENDED TIMES TO REMOVE 2" TO 4" OF TOPSOIL TO PROVIDE
COMPLETE CONSTRUCTION ACTIVITIES. FOR A STABLE INSTALLATION
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GENERAL NOTES

THE PROPERTY IS ZONED RESIDENTIAL "A"
MIN. LOT AREA OF 8,000 S.F.

MIN. FRONT SETBACK OF 20 FEET

MIN SIDEYARDS OF 10 FEET AND 12 FEET
MIN. REAR SETBACK OF 30 FEET

MAX. BLDG COVERAGE OF 30%
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HAYBALES WILL BE MAINTAINED THROUGHOUT THE CONSTRUCTION STAGES AND UNTIL

NORTH AN THONY Lm _|_><m>_|m _|_><w>_|m _|_><w>_|m m_/\_ w>Z —A_/\_ mZ._| ALL DISTURBED SOIL AREAS ARE STABILIZED WITH NEW VEGETATION.
l_ _I DRIVE

T PLACEMENT DETAIL INSTALLATION DETAIL APPLICATION DETAIL ALL CONSTRUCTION LITTER AND DEBRIS WILL BE REMOVED FROM THE VICINITY OF
(M (NOT TO SCALE) (NOT TO SCALE) (NOT TO SCALE) THE HAYBALE LINE ON A DAILY BASIS.

ANY SUBSTANTIAL SILT ACCUMULATION AGAINST THE HAYBALE LINE WILL BE
REMOVED BY HAND LABOR TO PREVENT THE POSSIBILITY OF OVER WASHING THE
: CHECKDAM.

STOCKPILED EARTH MATERIALS ARE TO BE PLACED NO CLOSER THAN FIFTY FEET
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FROM THE RESOURCE AREA.

LOCUS MAP ~ NOT TO SCALE NO REFUELING OF CONSTRUCTION EQUIPMENT WILL BE PERFORMED WITHIN 100

FEET OF THE RESOURCE AREA.

ALL DISTURBED AREAS WILL BE BROUGHT TO FINISH GRADE WITH 6 INCHES OF
LOAM AND SEEDED.

PRIOR TO THE START OF ANY CONSTRUCTION ACTIVITIES, THE ORDER OF
CUTTER CONDITIONS ISSUED FOR THIS PROJECT SHALL BE RECORDED AT THE BRISTOL
DOWNSPOUT ROOF STORMWATER SYSTEM COUNTY (S.D.) REGISTRY OF DEEDS IN ACCORDANCE WITH GENERAL CONDITION #8.

THE RECORDING INFORMATION FOUND ON THE BOTTOM OF PAGE 5-4A OF THE
\| OVERFLOW CR omw %.m mﬁmw\; VIEW ORDER OF CONDITIONS SHALL BE COMPLETED, STAMPED WITH THE RECORDING

SPOUT

INFORMATION BY THE REGISTRY OF DEEDS, AND RETURNED TO THE
N/E CLE #15 CONSERVATION COMMISSION FOR THEIR RECORDS.
. B “p * - IT IS THE RESPONSIBILITY OF THE OWNER AND/OR SUCCESSORS AND ASSIGNS TO
D.P.M. DEVELOPMENT CORPORATION
BOOK 10289 PAGE 259 ENSURE THAT ALL CONDITIONS FOR PERFORMING THE PERMITTED WORK ARE

.
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|| . L R AT I x COMPLIED WITH. COPIES OF THE ORDER OF CONDITIONS AND APPROVED DESIGN
IR U I e XA MAP 130A ~ LOT 328 a w  CEFT \ese CLE #14
. [ 2 pvcrresion _ > [
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= o ® s PLANS REFERENCED BY THE ORDER OF CONDITIONS MUST BE PROVIDED TO ALL
A< — 4 A @) ) CONTRACTORS WORKING WITHIN THE BUFFER TO THE RESOURCE AREA BEFORE
. a. T P nl wn THEY ARE PERMITTED TO START WORK.
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FOUNDATION

()
r=3 n|b., @) PRIOR TO THE START OF ANY CONSTRUCTION ACTIVITY, THE CONTRACTOR SHALL

< ‘ ‘A = = EXISTING x ©) CONTACT THE NEW BEDFORD CONSERVATION COMMISSION AGENT TO MAKE

a4 . R ' . v . . = m s SPLIT RAIL FENCING mO ,83.52 NOTIFICATION OF HIS INTENT TO BEGIN WORK. A PRE-CONSTRUCTION MEETING

T R S v . nqu: m w w w N OLE #18 / . MAY BE REQUIRED TO DISCUSS ANY SPECIFIC REQUIREMENTS FOR WORK WITHIN

< - 44 4. : R — 81,94 > nlhw/ THE BUFFER ZONE. A RESPONSIBLE PARTY FOR MAINTAINING MITIGATION

o =% CONTROLS SHALL BE DESIGNATED WITH A PHONE NUMBER FOR USE BY THE

. o m AGENT SHOULD A SITUATION OCCUR WHICH NEEDS IMMEDIATE ATTENTION AFTER

- / m M WORK HOURS.

.. CLE #79 ROOF INFILTRATION | 8220 m A

ASSUME 1" OF RAINFALL ON THE REAR ROOF AREA. L & N 1342:22" E CHAMBERS . 220,66 _ 8442

ROOF AREA = 468 Sq.Ft. N CLE #20

T CLE #21 959
USE THE HIGH CAPACITY STORMTECH CHAMBER 1 79.62 IR

N A o
SC310EPE06T AS DETAILED. PROPOSED N A

HAYBALE LINE 4 ‘
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\) PROPOSED SPLIT RAIL FENCE
a‘ 78,28 WITH SIGNAGE AT EACH END OF

\
2711 \ THE INSTALLATION, SEE NOTES
2 FOR SIGN LANGUAGE. g 45
79

DOWNSPOUT DRAINAGE DESIGN : ™

UPON COMPLETION OF CONSTRUCTION, A SPLIT RAIL FENCE IS TO BE INSTALLED
ALONG THE SILT FENCE BOUNDARY TO ESTABLISH A NO DISTURB ZONE IN
PERPETUITY. TWO SIGNS SHALL BE PLACED ON THE FENCE STATING "A
BENCHMARK: PROTECTED CONSERVATION AREA EXISTS BEYOND THIS FENCE AND IS TO REMAIN
HYDRANT SPINDLE UNDISTURBED PER ORDER OF THE NEW BEDFORD CONSERVATION COMMISSION".

ELEV. = 86.90

THEREFORE:

AT THE TIME OF LAND TRANSFER, THE OWNER ( OR ANY SUCCESSOR) SHALL
REQUIRE THE BUYER TO SIGN AN ACKNOWLEDGEMENT THAT THEY HAVE READ
AND UNDERSTAND CONDITION 50 AND A NOTARIZED ORIGINAL DOCUMENT SHALL
BE FORWARDED TO THE COMMISSION.

436 Sq.Ft. x 1"/12 inches per foot = 39 Cu.Ft.

Al ke

39 Cu.Ft. / 14.7 Cu.Ft./chamber = 2.6 Chamb
u u chamber amoer L=16.82
R=20.00'

91.13'

Therefore: 3 chamber units required

" CLE #22
However if contractor finds location and piping to be unfeasible
an alternate configuration may be used.
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All piping and fittings used to connect to the downspouts are to

be 4" SCH 40. . 76.20 \ A BOOK 5228, PAGE 209
. N/F = % | MAP 130A ~ LOT 796
Gutters, downspouts and recharge system to be inspected and : EXISTING —,
cleaned twice a year (June and December). NORMAN NICHOLS £ #93 SPLIT RAIL |\x/ 0 \W.\ \xw\m.\w\a _ \ﬂm
BOOK 5411, PAGE 300 - o FENCING | \ \ FLAG #1 W — = — T "o \X\B_m@ N 07°46'56
MAP 130A ~ LOT 720 / —
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ACCEPTS 4" SCH 40 PIPE FOR
CLEANOUT OR INSPECTION PORT
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85.4" INSTALLED CONC. RET'G x
OVERLAP NEXT CHAMBER HERE \ /OM/%OO& —\-\\»\lh mhooxm \+\+ Z\m v_A m>mm<m<O<.Oﬂ:MQONIhm>m®Mh\\N>N- memm
(OVER SMALL CORRUGATION) 6.5" 12 PL— + s
REST 14 PL s : 0, ¢ ¢@ NORMAN NICHOLS V_A MAP 130A ~ LOT 798
Ve / Ge Oo/w BOOK 5228, PAGE 209 | Also
Ay ya S S MAP 130A ~ LOT 797 | BOOK 9701, PAGE 132
TEVEY %) & @««\ \ | ACUSHNET MAP 23, LOTS 29C, 29D, & 29E
/ QT \ ( DRAINAGE DETENTION POND ) x
mq>x._.mzcl\ \ &T&W\ \ )
BUILD ROW IN
%wﬂ , BUILDING PERMIT PLAN
NOMINAL CHAMBER SPECIFICATIONS \ ey XX —x— XXX XXX X X :zm\\T ASSESSORS MAP AQQ\DM LOT 796
SIZE (W x H x INSTALLED LENGTH) 34.0" x 16.0" x 85.4"
CHAMBER STORAGE 14.7 CUBIC FEET / 1, TORI LYNN DRIVE, NEW BEDFORD, MA
MINIMUM INSTALLED STORAGE 31.0 CUBIC FEET
WEIGHT 35 LBS. 4 \/ PREPARED FOR
ORD
1y oF NEWEEDECES NORMAN NICHOLS |
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N 2671 020857 KENNETH R. FERREIRA ENGINEERING

46 FOSTER STREET, NEW BEDFORD, MA 02740
TEL: 508-992-0020 ~ FAX: 508-992-3374 ~J/N FE 4969
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